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The Aquacon®
Squeeze Test

Aquacon, the super-absorbent filter cartridge for purifying

oils, fuels and gases

Not only does Aquacon’s inner media hold twenty-five
times its own weight of water, it's chemically “locked-in”.

You can’t squeeze it out!

Prove it to yourself. Try the Squeeze Test.

1. Carefully pour twenty to twenty-five drops of water onto
a smooth surface. This makes a small pool about the
size of a quarter.

2. Place one of the media samples directly on top of the
water.

3. Note how the media swells as it totally absorbs and
“locks-in” the water.

4. Place the media sample between thumb and forefinger
and squeeze — as hard as you wish. No free water is
liberated.

Cutaway of a typical Aquacon
Cartridge showing its unique,
i patented construction. Note the
' inner super-absorbent water
media, migration barrier, and
outer media layer for particulate
matter.

When a cartridge reaches its water holding limit, the
accordion pleats swell shut and prevent additional water
and dirt from escaping downstream.

That’s Positive Shutoff.

Samples are available on request.
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Velcon products are sold and serviced by a world-wide representative
network. To order, contact Headquarters or your LOCAL REPRESENTATIVE:

Due to Velcon Filters’ continuing product improvement, drawings, specifications and pictures are subject to change without notice.

COMPANY HEADQUARTERS:

Velcon Filters, Inc.

1210 Garden of the Gods Road
Colorado Springs, CO 80907-3410
Phone: 1.800.531.0180 / 1.719.531.5855
Fax: 719.531.5690

e-mail: vfsales@velcon.com
www.velcon.com

MANUFACTURING PLANTS LOCATED AT:

Colorado Springs, Colorado Liquid Filtration
Sylacauga, Alabama and Separation
OVERSEAS AFFILIATES: Specialists

Frankfurt/M., Germany & Singapore



